
MODEL:Epic-600 BLACK ,WOOD,SILVER
            

OWNER S  MANUAL

FOR AUDIO EQUIPMENT, NAMELY  LOUDSPEAKERS, SUBWOOFERS,

POWERED SUBWOOFERS IN CLASS 9 (U.S. CLS. 21,23,26,ADN 38)

Epic Sound IS THE WORLD NEW LEADING DESIGNER, MANUFACTURER, AND

DISTRIBUTOR OF PROFESSIONAL LOUDSPEAKERS FOR MUSICIANS, MOVIE 

THEATERS, AND RECORDING STUDIOS. Epic Sound ONLY DISTRIBUTES HIGH

 QUALITY LOUDSPEAKERS.

POWERED HOME THEATER

INNOVATIVE SOUND & BASS

Epic Sound



Cutting edge professionals are launching digital loudspeakers and

their choice is Epic Sound.

We are known as a home  theater company, and our mission is to offer

products for every home theater application. We offer: professional

audio, home theater audio, car audio, receivers and DVD players. They

can all be found right here at Epic Sound. We provide our customers 

with prompt service, quality products and reasonable price. Our list of 

satisfied customers grows larger each and every day. You can be assured

that you are NO.1, and  we are always striving to leave you satisfied.

People who know sound Epic Sound is a name that commands 

respect. Epic Sound speakers are ranked among the finest in

the world. We have pioneered many internationally acclaimed

innovations. Using professional technology and the highest

quality speaker components. No other manufacturer has done

more to advance the art of digital engineering. 
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Dear Customers:

Thank you for purchasing this 5.1 channel home theater system. We strongly recommend

that you carefully study the operating instructions before attempting to operate the unit and

that you note the listed safety information.
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Introduction

Important Safeguards

Caution: Read this item carefully to keep your safety.

1.Suffocation-After taking the unit out of the polyethylene bag, be sure to dispose of the polye-

thylene bag out of the reach of children. Otherwise, they may play with the bag, which could 

cause hazard of suffocation. 

2.Water and moisture -The appliance should not be used near water, near a bathtub, washbowl, 

kitchen sink, laundry tub, in a wet basement, or near a swimming pool, etc. 

3.Heat-Do not install the unit near a source of heat, such as radiators, or under direct sunlight.

4.Modification-Do not attempt to open or modify the unit , for this could cause fire hazard or 

malfunction.

5.Cleaning-Do not use volatile solvents such as alcohol, paint thinner, gasoline ,or benzine ,etc. 

Use a clean dry cloth to clean the cabinet. 

6.Abnormal smell-If an abnormal smell or smoke is detected, immediately turn the power OFF 

and unplug the appliance from the wall outlet . Contact your dealer or nearest service center.

About Using Speakers Near a TV

This speaker include magnetic shielding and can therefore be installed close to a TV set.  

Note, however, that placing speakers too close to a TV may in some cases produces distortion 

in the color reception. In such case, turn on the TV and check that color reproduction is normal.

If color is distorted, turn the TV off for 15 to 30 minutes, then turn it back on and check again.

(This allows the TV degaussing circuitry to correct for the magnetic field from the speakers.) 

If distortion is still present, move the speakers further from the TV.



INPUT1 INPUT2

STANDBY MP3

Epic SoundEpic Sound

INPUT

STANDBY

VOL+MENU VOL- AM/FM CH MODE

The  Front  Panel

STANDBY  PUSH BUTTON

INPUT  PUSH BUTTON

MENU  PUSH BUTTON

VOL  PUSH BUTTON

AM/FM  PUSH BUTTON

SOUND FIELD MODE  PUSH BUTTON

The  Remote  Control
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STANDBY

INPUT  SELECTION

MP3  SELECTION

BASS ADJUSTMENT

SUBWOOFER VOLUME  ADJUSTMENT

TREBLE  ADJUSTMENT

 BALANCE   ADJUSTMENT

SOUND MODE SELECTION

MASTER VOLUME ADJUSTMENT

RADIO AUTOMATIC SELECT   

 RADIO  STATION  MEMORY BUTTON

STEREO OR MONO SELECTION

RADIO MANUAL SELECT 

RADIO  MEMORY

AM/FM SELECTION

 DISPLAY MODELS SELECTION

THE LEFT REAR VOLUME ADJUSTMENT

THE RIGHT REAR VOLUME ADJUSTMENT

CENTER VOLUME ADJUSTMENT

MUTE
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MP3

TV
CD

DVD
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AUDIO IN

MODEL Epic-600/700/800MODEL Epic-600/700/800

FL 

FR 
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SL 

SR 

POWER

AC 120V~60Hz     FUSE:
250V/F2A

OFF

ON
~

5.1 CHANNEL DIGITAL AMPLIFIER

SPEAKER

DVD 5.1CH INPUT

Epic SoundEpic Sound

This Home System includes a subwoofer speaker(with a 6 channels audio 
amplifier built-in), L/R speakers, center speaker, and surround L/R speakers.
 It is easy to be connected.

System Connection
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TV

!!!Be sure to turn off your amplifier before connecting or disconnecting

    speakers.

CD

DVD

MP3

Center

Front
Right

Rear
Right

Front
Left

Rear
Left



Connect With The AM, FM Antenna

Take out  the FM antenna from packing.

Connected  FM

Connected  AM

Take out  the annular  AM antenna

Connect the antenna to the terminals

    If not receipting well, please use extra ventricular antenna.

Push the terminal on the back of amplifier and 
connect the AM antenna with it 

Revolve annular AM until receipting at it best.
AM FM
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Remote Operating Range

1 Please point the remote control at the remote of the unit.

2 There should be no big obstacles between the remote control and the main unit.

      If the remote control is exposed in strong light ,especially duo phase fluorescent 

      light, it may cause malfunction of the remote control . In this case , you should 

      replace the main unit to avoid direct light.

How  To  Use  Remote  Control

Loading the Batteries

1 Turn over the remote control and push away the cover of the 

      battery house as in the direction of the arrows.

2 Load the batteries in accordance with polarities (2 AAA  batteries).

3 Close the cover of the battery house.



 watts total system program power sub,800watts program amplifier satellite;center, 1700watts2500 

800W340W340W

Specifications

Accessories

SUBWOOFER/AMPLIFIER

SPEAKERS

POWER OUTPUT
TOTAL HARMONIC        5% at
DISTORTION             0.08% at
FREQUENCY RESPONSE(+1dB)
CHANNEL SEPARATION
INPUT SENSITIVITY
SIGNAL TO NOISE RATIO
5.1ch INPUT SENSITIVITY

DRIVER SIZE
POWER HANDLING
IMPEDANCE
FREQUENCY RANGE
SENSITIVITY(1W-1M)

AM Tuner General Specifications

FM Tuner General Specifications

1. Frequency Range                               522KHz-1611KHz
2. 20dB S/N Sensitivity                          76 dbu/m
3. S/N Radio                                          >34dB
4. Distortion                                            <10%

1. Frequency Range                               87.0MHz-108.0MHz
2. 30dB S/N Sensitivity                          <20dbu
3. S/N Radio                                          >36dB
4. Stereo Separation                             >16dB
4. Distortion                                            <7%

3.5
250W
8
100-20KHz
88dB

3.5
250W
8
100-20KHz
88dB

3.5
250W
8
100-20KHz
88dB

10
550W
8
30-150Hz
92dB

 program.(5 x 340)

FRONT

FRONT

CENTER

CENTER

REAR

REAR

SUB

SUB

Remote  control...............................................1pc

Speaker wire...............................................50 foot

Operating  instruction.......................................1pc

Video/Audio cord.............................................2pcs

Battery (UM-4(AAA)).......................................2pcs

340W
25W/8
25W/8
20Hz~20KHz
70dB
2.0VP-P
90dB
200MV

25W/8
25W/8
20Hz~20KHz
70dB
2.0VP-P
90dB
200MV

25W/8
25W/8
20Hz~20KHz
70dB
2.0VP-P
90dB
200MV

100W/4
70W/4
20Hz~250Hz
70dB
2.0VP-P
90dB
200MV
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Basic play

Tuner operation

1. Connect the system according to the connection figure, then turn on the panel of subwoofer.

2. Switch to the input selection you want, then play the audio source(MP3/INPUT1/INPUT2/DVD).

3. To achieve a good audio effect, you may select the audio surround mode, or adjust the bass 

    and treble of main channels.

4. Antenna installation instruction. There are two antenna jacks on the backboard of subwoofer

   speaker. There are two kind of antennas: FM antenna, AM antenna. Please insert the corresp-

   onding antenna when you listen to the radio. 

5. Note: under strong power, please adjust surround sound to less than 10dB.
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1. For the radio. There are two bands: FM and AM. Press the button TUNER,  the unit will 

be switched to turner mode, and Now the tuner is in FM band, the LCD panel will display FM 

icon and the original frequency 87MHZ. If you press button TUNER again, the unit will 

return to audio input status. The button AM/FM is used to switched between AM band and 

FM band.

2. Search for broadcasting channel. The button             is used for searching backward or 

forward. When the buttons is pressed for over one second, Auto-searching mode s  actived  and  

the variable frequency will be displayed at the same time.

3. Store or select the station frequency. You may store a radio channel in one of the number

buttons by pressing the button MEM at first and then press the corresponding number button 

which you want to store in.  You may select the radio channel by directly pressing the button

which marks 1,2,3,4, the corresponding frequency will be displayed on the LCD panel.




	Ò³Ãæ  1
	Ò³Ãæ  2
	Ò³Ãæ  3
	Ò³Ãæ  4
	Ò³Ãæ  5
	Ò³Ãæ  6
	Ò³Ãæ  7
	Ò³Ãæ  8
	Ò³Ãæ  9

